
【撮影距離】

【撮影モード】

【露出制御モード】

【露出補正】

【ISO感度(標準出力感度)】

 

【ホワイトバランスモード】 

    

 

【シャッタースピード】

【撮影時機能】

【記録媒体】

【記録可能枚数、時間※2】

【電源】

【電池寿命】

【画像ファイル形式】

【外部インターフェース】

【リモートレリーズ】

【外形・寸法】

【質量】

【使用温度範囲】

【使用湿度範囲】

【保存温度範囲】

約10cm～∞（レンズ先端より）

静止画：オート、シャッター優先、ISO優先、マニュアル※1　　

動画：オート　ライブストリーミング：オート

プログラムAE、シャッター優先AE、ISO優先AE、マニュアル露出

静止画：マニュアル補正（ー2.0～＋2.0EV　1/3EVステップ）※1

静止画：（オート）ISO64～1600、（ISO優先モード）ISO64～3200※1

            （マニュアルモード）ISO64～3200※1

動画：ISO64～6400　ライブストリーミング：ISO64～6400

静止画：オート、屋外、日陰、曇天、白熱灯１、白熱灯２、昼光色蛍光灯、

昼白色蛍光灯、白色蛍光灯、電球色蛍光灯、色温度（2500K～10000K）※1　

動画：オート　ライブストリーミング：オート

静止画：（オート）1/25000秒～1/8秒、（シャッター優先モード）1/25000秒～1/8秒※1

             （マニュアルモード）1/25000秒～60秒※1

動画：1/25000秒～1/30秒

ライブストリーミング：1/25000秒～1/30秒

ノイズ低減、DR補正、HDR合成、インターバル撮影、セルフタイマー撮影、

マルチブラケット撮影

内蔵メモリー：約19GB

静止画：約4800枚　

動画（1回の記録時間）：最大5分/25分※1※6

動画（合計の記録時間）：（4K,H.264）約40分 、（2K,H.264）約130分

リチウムイオンバッテリー（内蔵）※3

静止画：約300枚※4　動画：約80分※4

静止画：JPEG（Exif Ver2.3） 

動画：MP4（映像：MPEG4 AVC/H.264,H.265※7）

  （音声：AAC-LC（モノラル）+Linear PCM（4ch空間音声））

ライブストリーミング：（映像：H.264、音声：AAC-LC（モノラル））

microUSB:USB2.0、MIC端子

CA-3に対応

45.2mm（幅） ×130.6mm（高さ）×22.9mm（17.9mm※5）（奥行き）

約121g

0℃～40℃

90％以下

ー20℃～60℃

モデル RICOH THETA V RICOH THETA SC

主な仕様

■iOSの商標は、米国Ciscoのライセンスに基づき使用されています。■FacebookおよびFacebookロゴ、「f」ロゴは、 Facebook, Inc. の商標または登録商標です。■TwitterおよびTwitterロゴ、Twitterの「T」ロゴ、Twitter の青い鳥は、アメリカ合衆国また他の国々におけるTwitter, Inc. の登録商標です。■「LINE」は、LINE株式会社の商標または登録商標です。
■Google Street View、Android、YouTubeおよびYouTubeロゴは、Google Inc.の商標です。■Bluetoothは、米国Bluetooth SIG, INC.の米国ならびにその他の国における商標または登録商標です。 ■Instagramとカメラロゴは米国およびその他の国におけるInstagram, LLCの商標です。■Qualcomm、Snapdragonは、Qualcomm Incorporated.の
商標または登録商標です。■その他、記載の商品名、会社名は各社の商標もしくは登録商標です。

RICOH THETA 公式SNS

作例の紹介、最新ニュース、イベントなどのお勧め情報を発信しています。

容量無制限 オンライン写真管理サービス「Keenai」（キーナイ） 

RICOH THETA ラインアップ

RICOH THETA SC 

〈付属品〉USBケーブル、ケース
（リコー・シータ ＳＣ）

オープン価格

RICOH THETA V
（リコー・シータ V）

オープン価格
JANコード : 919947

〈付属品〉USBケーブル、ケース

アクセサリー（別売） 

ケーブルスイッチ CA-3
 5,600円（税別）
JANコード:295652 ＊2

ハードケース TH-2 
オープン価格

JANコード:917325 ＊1

ソフトケース TS-1

JANコード:
オープン価格

ホワイト   904462 ＊1

ブラック    904479 ＊1

＊各JANコードの数字の頭には4961311が入ります。

ベージュ : 914317
ホワイト : 914294

JANコード
ピンク : 914300
ブルー : 914324

ストラップ用アタッチメント

JANコード:
オープン価格

シルバー  892349 ＊1

グレー      892356 ＊1

グリーン   892363 ＊1

ブルー      892370 ＊1

オレンジ   892387 ＊1

カメラ内の写真や動画をオリジナル画質のまま自動的に整理、同期し、バックアップ
します。360°画像にも対応。ご利用にはKeenaiのアカウントが必要です。

https://www.keenai.com/

エクステンションアダプター TE-1
オープン価格

JANコード:913686 ＊1

3Dマイクロフォン TA-1
オープン価格

JANコード:919541 ＊1

ウィンドスクリーン同梱

NEW!

水中ハウジングケース TW-1
オープン価格

JANコード:919534 ＊1

NEW!

＊1 JANコードの数字の頭には、
　　4961311が入ります。
＊2 JANコードの数字の頭には、
　　4549212が入ります。

正しく安全にお使いいただくために、ご使用前に必ず使用説明書をよくお読みください。ご注意

約10cm～∞（レンズ先端より）

静止画:オート、シャッター優先、ISO優先、マニュアル※1

動画:オート

プログラムAE、シャッター優先AE、ISO優先AE、マニュアル露出

静止画:マニュアル補正（ー2.0～＋2.0EV　1/3EVステップ）※1

静止画:ISO100～1600

動画:ISO100～1600

静止画:オート、屋外、日陰、曇天、白熱灯１、白熱灯２、昼光色蛍光灯、

昼白色蛍光灯、白色蛍光灯、電球色蛍光灯※1　

動画:オート

静止画:（マニュアルモード以外）1/8000秒～1/8秒

 　　　（マニュアルモード）1/8000秒～60秒

動画:（L）1/8000秒～1/30秒、（M）1/8000秒～1/15秒

ノイズ低減、DR補正、HDR合成、インターバル撮影、セルフタイマー撮影

内蔵メモリー:約8GB

静止画:（L）約1600枚、（M）約9000枚　

動画（1回の記録時間）:最大5分※6

動画（合計の記録時間）:（L）約63分、（M）約171分※6

リチウムイオンバッテリー(内蔵）※3

約260枚※4

静止画:JPEG（Exif Ver2.3） DCF2.0準拠

動画:MP4（映像：MPEG-4 AVC/H.264、音声:AAC）

microUSB:USB2.0

CA-3に対応

45.2mm（幅） ×130.6mm（高さ）×22.9mm（17.9mm※5）（奥行き）

約102g

0℃～40℃

90％以下

ー20℃～60℃

※1:モード変更やマニュアル設定にはスマートフォンが必要です。 ※2:枚数および時間はあくまでも目安です。撮影状況により異なります。 ※3:付属のUSBケーブルでパソコンに接続して、充電してください。　※4:撮影可能枚数は当社
測定方法による目安であり、使用条件により変わります。 ※5:レンズ部を除く。 ※6:内部温度上昇時は自動終了します。 ※7:専用アプリはH.264のみ。H.265は、APIの公開による将来的なアプリケーション対応を見据えた仕様です。

（最初の1ヶ月間は無料でお試しいただけます。）

■ RICOH THETAを使用して撮影した画像は、個人で楽しむなどの他は、著作権法により、権利者に無断で使用できません。なお、実演や興行、展示物の中には、個人として楽しむ目的であっても、撮影を制限している場合がありますのでご注意ください。また、著作権の目的となっている画像は、著作権法の規定による範囲内で使用する以外は、ご利用頂けませんのでご注意ください。 ■ この装置は情報処理装置等電波障害自主規制協議会（VCCI）の基準に基づくクラスB情報技術装置です。この装置は、家庭環境で使用されることを目的としていますが、ラジオやテレビジョン
受信機に近接して使用されると、受信障害を引き起こすことがあります。使用説明書にしたがって、正しい取扱いをしてください。 ■ カタログと実際の製品色とは、印刷の都合上、多少異なる場合があります。 ■ お買い上げの際には、製品番号をご確認ください。 ■ 仕様、価格、デザインなどは予告なく変更する場合があります。 ■ 収録されているカタログデータは、すべてに著作権が存在します。したがって、データ全部、または、一部を無断で複製・送信等をすることはできません。個人的な鑑賞のみを目的としております。個人として利用する以外の転用はご遠慮ください。

正しく安全にお使いいただくために、ご使用前に必ず使用説明書をよくお読みください。ご注意

2017年9月現在

ショールーム・ギャラリー リコーイメージング主催の写真クラブ

東京都中央区銀座5-7-2 
三愛ドリームセンター8.9階（受付9階）
TEL:03-3289-1521
 営 11時～19時（火曜定休）

東京都新宿区西新宿1-25-1 
新宿センタービルMB（中地下1階）
TEL:03-3348-2941
 営 10時30分～18時30分（火曜定休）

ペンタックスリコー
ファミリークラブ

〈事務局〉東京都大田区中馬込1-3-6
リコーイメージング（株）　TEL:050-3814-2111 
 営 9時～12時／13時～17時（土日祝定休）

03-6629-9220

 営 

※2017年9月9日（土）より、移転リニューアルオープン
大阪府大阪市中央区大手前1-7-31 OMMビル1階
TEL:050-3534-6188
10時30分～18時30分（火曜定休）

左

448841 08中田
17 08 22再下

小島

DIC G-62



Visit the RICOH THETA official website for more 
information on 360-degree sample photos

360-degree spherical imaging experience 

becomes more innovative yet familiar. 

Realistically captures everything and 

brings you in the 360-degree world.

RICOH THETA, a 360-degree camera.

This is a special app for editing 360-degree 
videos shot on the RICOH THETA.

THETA＋ Video

THETA＋ 
This is a special app for editing 360-degree 
still images shot on the RICOH THETA.

This computer app lets you convert, view, and share 
recorded spherical images.

App for computer

App

RICOH THETA S

Remotely shoot spherical images, adjust shooting 
settings, view and share images. This is the basic 
app for smartphone and tablet.

Shoot
Capture the scenery around you
with the press of a single button

Simply press the shutter button once to record full 360-degree 

still images or videos of the scenery around, above and below. 

With remote shooting support from a smartphone, this model 

covers a variety of shooting styles.

View 
Use an application 
to view 360-degree images

You can freely view recorded still images and videos, moving 

up, down, left, and right on an app. With a VR viewer you can 

also enjoy an authentic VR (Virtual Reality) experience.

Edit
Play with various edit functions 
and enjoy the changes

The dedicated app can be used to edit still images and videos. 

With this app you can display a Little Planet that represents 

the small earth, extract images, add background music, and 

create 360-degree time lapse videos.

Share
Post images to social media 
from the app and share with the world

Compatible with iOS and Android™, the app can be used on almost 

any smartphone. Excellent compatibility with the most popular 

social media services means you can easily share still images, videos, 

and amazing VR experiences with friends around the world.

360° makes it real.

NEW

High-end model for 

realistically experiencing 

all types of atmosphere.

VRICOH 
THETA

White

Pink

Beige

Metallic grey

Blue

Standard model for casual 

high-performance shooting.

RICOH 
THETASC
360° for everyone.

https:// theta360.com

* Actual size

Get more enjoyment out of your THETA, by learning about the latest 
product and application information, browsing sample galleries where you 
can move images, as well as post and share 360-degree spherical images.

STRAIGHT 
MODE

LITTLE 
PLANET 
MODE

FLAT 
MODE

High-resolution 4K VideoHigh performance 

and simplicity Record ultra realistic images 

for a you-are-there feeling

360 S゚patial Audio

Capture immersive VR 

with linked video and audio

Intuitive controls

■ Slim, compact design thanks to folded optics

■ In addition to wireless LAN, Bluetooth® is now 
 included for constant connection 
 to your smartphone

■ High-speed data transfer of still images 
 and videos

■ Wireless LAN client mode*

* Compatibility planned with firmware update

More 360-degree freedom 

for simplicity and convenience

Capture 360-degree atmosphere 

in high-definition, realistic quality

Superb functions

New functions are added while 

maintaining unique high performance

Only available on RICOH THETA V

■ High-precision stitching technology 
 creates natural 360-degree images

■ High-quality 360-degree still images 
 equivalent to 14M

■ Main processor: 
 Qualcomm® Snapdragon™

■ Record high-resolution 360-degree video 
 at 30 frames per second which is equivalent to 4K

■ 4K live streaming enables high-quality, 
 real time video output

■ High-speed readout image sensor

■ Create 4K time lapse movies

■ Record 360-degree spatial audio 
 with the 4-channel microphone
 Playback on a VR viewer and headphones links 
 video and audio to the movement of your head

■ High-performance 4-channel microphone
 included on the main unit 

■ Record high-quality audio 
 with the dedicated 
 3D Microphone TA-1 (optional)

■ World’s first* "Remote Playback"** to enjoy
 360-degree images on a TV

■ Expanded camera 
 functions via plug-ins

■ High-sensitivity ISO 3200 setting 
 (still images)

■ Shutter speed of up to 1/25000 seconds
*  As a consumer-oriented 360-degree camera (According to Ricoh research)

**A wireless display adapter is additionally required
    Refer to our website for compatible products

Mount Everest,
Olivier Vriesendrop



Object distance

Shooting mode

Exposure control mode

Exposure compensation

ISO sensitivity 
(standard output sensitivity) 

White balance mode

   

 

Shutter speed

Shooting functions

Recording medium

Number of photos 
that can be recorded, time*2

Power source

Battery life

Image file format

External interface

Remote shutter

Exterior/external dimensions

Weight

Usage temperature range

Usage humidity range

Storage temperature range

Approx. 10cm - ∞ (from front of lens)

Still image: Auto, shutter priority, ISO priority,Manual＊1

Video: Auto    Live Streaming: Auto

Program AE, ISO Priority AE, Shutter Priority AE, Manual Exposure

Still image: Manual compensation (-2.0 - +2.0EV, 1/3EV step)＊1

Still image: (AUTO) ISO 64 to 1600, (ISO Priority) ISO 64 to 3200＊1

 (Manual) ISO 64 to 3200＊1

Video: ISO 64 to 6400    Live Streaming: ISO 64 to 6400

Still image: Auto, Outdoor, Shade, Cloudy, Incandescent light 1, Incandescent light 2, 

Daylight color fluorescent light, Natural white fluorescent light, White fluorescent light, 

Light bulb color fluorescent light, Color Temperature (2500 K to 10000K)＊1

Video: Auto    Live streaming: Auto

Still image: (AUTO)1/25000 sec. to 1/8 sec.

 (Shuterr Priority) 1/25000 sec. to 1/8 sec.＊1

 (Manual): 1/25000 sec. to 60 sec.＊1

Video: 1/25000 sec. to 1/30 sec.   

Live Streaming: 1/25000 sec. to 1/30 sec.

Noise reduction, DR compensation, HDR Rendering, Interval shooting,  

Self-timer, Multi bracket
Internal memory: Approx. 19GB

Still image: Approx. 4800 photos

Video (time per recordinvg): Max. 5 minutes /Max. 25 minutes＊1 ＊6

Video (total recording time): (4K,H.264）Approx. 40 minutes

 (2K,H.264）Approx. 130 minutes

Lithium ion battery (built in)＊3

Still image: Approx. 300 photos＊4   Video: Approx. 80 minutes＊4

Still image: JPEG (Exif Ver. 2.3)

Video: MP4 (Video: MPEG-4 AVC/H.264, H265＊7)

(Audio: AAC-LC(monaural)+Linear PCM(4ch Spacial audio))

Live Streaming: (Video: MPEG-4 AVC/H.264, Audio: AAC-LC(monaural))

microUSB: USB2.0, microphone terminal

CA-3 (Option)

45.2mm (W) x 130.6mm (H) x 22.9mm (17.9 mm＊5) (D)

Approx. 121g

0°C - 40°C

90% or less

-20°C - 60°C

Model RICOH THETA V RICOH THETA SC

Specifications

RICOH THETA Official SNS Pages

We are showing recommended information such as introduction of example images, latest news, event, etc. 

Unlimited storage with the Keenai online photo management service

RICOH THETA Products

RICOH THETA SC RICOH THETA V

Accessories ( Sold Separately)

Automatically organize, synchronize, and back up the photos and videos in your 
camera at their original image quality at Keenai site. 360-degree images are also 
supported. A Keenai account is required.
(The first month is free of charge on a trial basis.)

NEW! NEW!

Approx. 10cm - ∞ (from front of lens)

Still image: Auto, shutter priority, ISO priority, Manual＊1

Video: Auto

Program AE, ISO Priority AE, Shutter Priority AE, Manual Exposure

Still image: Manual compensation (-2.0 - +2.0EV, 1/3EV step)＊1

Still image: ISO 100 to 1600

Video: ISO 100 to 1600

Still image: Auto, Outdoor, Shade, Cloudy, Incandescent light 1, Incandescent 

light 2, Daylight color fluorescent light, Natural white fluorescent light, 

White fluorescent light, Light bulb color fluorescent light＊1

Video: Auto

Still image: 1/8000 sec. to 1/8 sec.

Still image (Manual): 1/8000 sec. to 60 sec.

Video: (L)1/8000 sec. to 1/30 sec.

 (M)1/8000 sec. to 1/15 sec.

Noise reduction, DR correction, HDR rendering, Interval shooting, 

Shooting with self-timer

Internal memory: Approx. 8GB

Still image: (L)Approx. 1600, (M)Approx. 9000

Video (time per recording): Max. 5 minutes＊6

Video (total recording time): (L)Approx. 63 minutes, (M)Approx. 171 minutes＊6

Lithium ion battery (built in)＊3

Approx. 260 photos＊4

Still image: JPEG (Exif Ver. 2.3), DCF2.0 compliant

Video: MP4 (Video: MPEG-4 AVC/H.264, Audio: AAC)

microUSB: USB2.0

CA-3 (Option)

45.2mm (W) x 130.6mm (H) x 22.9mm (17.9 mm＊5) (D)

Approx. 102g

0°C - 40°C

90% or less

-20°C - 60°C

*1: A smartphone is required to change modes or configure manual settings. *2: The number of photos and time are guides only. The actual number differs according to the photography conditions.  
*3: Charge the battery by connecting it to a PC using the supplied USB cable. *4: The number of photos that can be taken is a guide based on RICOH’s measurement method. The actual number differs 
according to usage conditions. *5: Excluding lens section. *6: Automatic shut down if the internal temperature increases. *7: Dedicated application supports H.264 only. H.265 is adopted for 
future application based on API disclosure.

https://www.keenai.com/

•Attachment for strap AT-1

•Silver   •Grey　•Green

•Blue　 •Orange

•Soft case TS -1

•White   •Black

•Extension adapter TE-1 •3D  Microphone TA-1 •Underwater Housing TW-1

•Hard case TH-2 •Cable switch CA-3

Accessories: USB cable and caseAccessories: USB cable and case

•Beige   •White   •Pink   •Blue

•IOS is a trademark or registered trademark of Cisco in the U.S. and other countries and is used under license. •Facebook, the Facebook logo and "f" logo are the trademarks or registered trademarks of Facebook, Inc. •Twitter, the Twitter logo, Twitter "t" logo and Twitter blue bird are the registered trademarks of Twitter, Inc. in the United 
States and other countries. •The LINE logo is a registered trademark of LINE Corporation. •Google,  Android,  Google Street View, YouTube and YouTube logo are trademarks or registered trademarks of Google Inc. •The Bluetooth® word mark is registered trademarks owned by Bluetooth SIG, Inc. and any use of such marks by Ricoh 
Company Ltd. is under license. •Instagram and the Camera logos are trademarks of Instagram, LLC in the United States and elsewhere. •Qualcomm and Snapdragon are trademarks of Qualcomm Incorporated, registered in the United States and other countries. Qualcomm Snapdragon is a product of Qualcomm Technologies, Inc.

As of September 2017.

•Images taken with RICOH THETA that are for any purpose other than personal enjoyment cannot be used without permission according to the rights as specified in the Copyright Act. Please take care, as limitations may be placed on taking pictures even for personal enjoyment in cases such as demonstrations, performance and exhibitions. Images taken with the purpose of obtaining copyrights also cannot be used outside the scope of use of the copyrights as stipulated 
in the copyright Act. •This device is a class B information technology device based on the standards of the Voluntary Control council for interference by information technology equipment (VCCI). This device was made for the purpose of use in a household environment, but reception interference can occur if it is used in close proximity to a radio or television. Please use the device correctly in according with the manual. •The colors of the actual product may differ slightly 
from those in the catalog for printing reasons. •Please check the product number when you purchase this product. •Specifications, price, designs and particulars are subject to change without notice. •All of the recorded catalog data is covered by copyrights. Consequently, neither all nor part of the data may be copied or transmitted without permission. It is only for the purpose of personal viewing. Please refrain from using it for any other purpose.


